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NEW
Q3 / Q3 43

•	 Automatic focusing on human features, e.g. eyes and faces, has been sig-
nificantly improved through AI-assisted models.

•	 The tracking algorithm automatically adjusts the size and shape of the 
focus field during subject tracking. This results in more stable and reliable 
performance over extended periods of time.

•	 The AF mode was revised and the menu structure was simplified.  
Multi-Field and Spot were combined into one menu (Zone/Multi-Field and 
Field/Spot). A new AF Acquisition menu is now available in both the FN list 
and the Control Center. Expanded subject recognition: humans (eye/face/
body) and animals – including birds, dogs, wolves, cats, and big cats.

•	 Quick selection for digital zoom levels. Favorite focal lengths can now be 
set and recalled via a function button.

•	 Video profiles have been integrated. The menu structure was adapted to 
suit the new Leica user interface. All video modes can now be scrolled 
through and selected directly.

EN



•	 The design of Live View, Control Center, and Menu was updated to suit 
the new Leica user interface. The previous Favorites menu has been re-
placed by a customizable Control Center. Additionally, touch operation 
features were expanded. The menu is now fully controllable via touch. 
Some menu items were rearranged or consolidated (e.g. Leica Looks, 
Display Settings).

•	 A new Battery Condition menu now displays the overall condition of the 
BP-SCL6 battery.

•	 The Leica Looks menu was optimized. A new Intensity setting option was 
added.

•	 The Info bar displays in Live View rotate with the camera. The display 
automatically adapts to operation in portrait or landscape orientation.

IMPROVEMENT
Q3 / Q3 43

•	 Improved L-Log video quality: Optimized color rendering and more nat-
ural skin tones

Q3 / Q3 43 / Q3 MONOCHROM

•	 Improved connection to the Leica FOTOS app: Faster media loading 
and searches

•	 A simultaneous use of the WLAN connection and a USB microphone is 
now possible.

•	 RED – EU Cybersecurity Requirements: When updating from version 3.1.1 
or earlier, the camera must be re-paired with the app.

•	 Default settings adjusted in Control Center: AF Detection is now enabled 
by default.

•	 Improved enlargement function in Review mode. When enlarging the 
image via the dial or the function button in Review mode, the zoom now 
automatically centers on the AF position. The AF frame will not be dis-
played. A double-tap on the display zooms into the tapped area. If no 
AF position is known, magnification begins at the center of the image, 
and then the last used position will be stored.



•	 Change to the default flash setting: The default for Flash mode is now 
On instead of Auto

•	 Improved L-Log video quality with improved noise behavior
•	 Standardized Control Center icon position: A single connection icon is 

displayed depending on priority (Bluetooth/Wi-Fi/Cable)
•	 Automatic settings restore after firmware update. When updating from 

version 3.1.1 or higher to firmware 4.0.0, the camera automatically saves 
all current settings and user profiles and restores them after the update. 
Language, date, and time remain unchanged – no new input required.

•	 Improved display of grayed-out settings: Current values will now always 
be shown in Live View and in the menu.

•	 Faster Start Time (after extended inactivity): The camera starts up signifi-
cantly faster.

•	 New Control Center icons and basic settings.
•	 The menu items File Format and Compression were consolidated and are 

now available via the single menu item (File Format).
•	 Focus peaking can be activated in the new menu in the Capture Assis-

tant - Info Profiles section.

IMPROVEMENT
•	 A known bug can cause the camera to freeze when switching from a 

user profile with connectivity disabled to a user profile with connectivity 
enabled. This bug will be fixed in the next firmware update.

•	 Focus peaking is currently displayed in Live View and playback regard-
less of focusing. In the future, an additional setting option will be avail-
able so that focus peaking is only displayed when focusing manually or 
when turning the distance ring.



•	 In some cases, portrait-format images are not displayed correctly. An 
optimized, full-screen display is currently being developed.

•	 When using a BP-SCL4 battery in the Leica Q3, a warning message ap-
pears. This message will be disabled with the next update.

The updated manual for the Leica Q3 and Leica Q3 43 is currently 
being prepared and will be available for download on the Leica web-
site in the coming weeks. 
As a temporary solution, you can use the chapters on the new user 
interface of the Leica Q3 Monochrom.



FIRMWARE UPDATES
Leica is continuously working on the further improvement and optimization of your camera. 
Since many camera functions are entirely controlled by software, some of these improve-
ments and additions to the functional scope can be installed in retrospect. Leica offers firm-
ware updates at irregular intervals, which you can download from our website.
Leica will notify you of any new updates, once you have registered your camera. Users of 
Leica FOTOS will also be automatically notified about firmware updates for their Leica 
cameras.

There are two options for installing firmware updates.
	– via the Leica FOTOS app (recommended)
	– via the camera menu

Finding the currently installed firmware version
	→Select Camera Information in the main menu
•	 The current firmware version is displayed in the Firmware menu item.

More information about registering, firmware updates and how to download them to your 
camera, as well as any amendments and additions to this manual can be found in the cus-
tomer area of our website at:
https://club.leica-camera.com



EXECUTING A FIRMWARE UPDATE

Any interruption of a running firmware update may cause serious and irreparable damage 
to your equipment!
You will therefore have to take particular note of the following, when carrying out a firmware 
update:
•	 Do not switch off the camera!
•	 Do not remove the memory card!
•	 Do not remove the rechargeable battery!

VIA LEICA FOTOS APP
Leica FOTOS will notify you when firmware updates are available for your Leica cameras.

	→Follow the instructions provided by the Leica FOTOS app

Notes
•	 A warning message will appear if the battery is insufficiently charged. Recharge the battery 

and then repeat the process described above.
•	 Alternatively, firmware updates can also be installed via the camera menu.

VIA THE CAMERA MENU
PREPARATION

	→Fully charge and insert the rechargeable battery
	→Any stored firmware files on the memory card must be removed
•	 We recommend saving any images on the memory card and reformatting it before the 

update.
(Caution: Loss of data! All data stored on the memory card will be lost during formatting.)

	→Download the latest firmware version
	→Save the download to the memory card
•	 The firmware file must be stored in the main directory of the memory card (not in a 

sub-directory).
	→Insert the memory card into the camera
	→Switch the camera on

Notes
•	 A warning message will appear if the battery is insufficiently charged. Recharge the battery 

and then repeat the process described above.
•	 You will find additional device and country-specific registration marks and numbers in the 

Camera Information submenu.



UPDATING THE CAMERA FIRMWARE
	→Preparation
	→Select Camera Information in the main menu
	→Select Firmware
	→Select Start Update
•	 A prompt with information about the camera is displayed.
	→Check the version information
	→Select Yes
•	 The prompt Save profiles on SD Card? appears.
	→Select Yes/No
•	 The update will start automatically.
•	 The status LED will flash during this process.
•	 Once the process has completed successfully, a relevant on-screen message and 

prompt to restart the device will appear on screen.
	→Switch the camera off and on again

Notes
•	 Date & time, as well as the preferred language will have to be set up again after the 

restart. Relevant prompts will appear on screen.
•	 These settings will be applied automatically if the update is loaded via Leica FOTOS.



AUTOFOCUS METERING METHODS
The AF mode offers various metering methods for focusing. A successful focus setting is iden-
tified by a green frame, an unsuccessful one is shown in red.
Factory setting: Field / Spot

	→Select Focusing in the main menu
	→Select AF Mode
	→Select the desired setting
(Field / Spot, Zone / Multi-Field, Tracking)

Notes
•	 AF focusing can be unsuccessful:

	– if the distance to the object is too great (macro mode) or too small
	– if the object is not sufficiently illuminated

•	 Touch AF allows a direct placement of the AF frame.
•	 The metering method Tracking will no longer be available for the Leica Q2 Monochrom, 

as the required color information does not exist.

ZONE/MULTI-FIELD METERING
Multiple focus frames in one area are detected automatically. The size of this area can be 
changed much like the AF frame, and with it the area in which focal points are detected. This 
feature is particularly useful for snapshots and combines well with Eye/Face/Body Detection. 

Zone Multi-field



FIELD/SPOT METERING
Both methods detect only those parts of the object that are within the relevant AF frames. 
The metering fields are indicated by a small frame (field metering) or a cross (spot metering). 
The very small measuring range for spot metering allows focusing on tiny details of the sub-
ject. The smallest possible frame setting corresponds to spot metering.
The slightly larger measuring range in field metering is less critical for focusing, but still permits 
selective metering.
These metering methods can also be used for serial exposures in which the part of the object 
you want to focus on will always be at the same off-center position in the image. Simply 
move the AF frame to another position.

AUTOMATIC SUBJECT RECOGNITION
The camera automatically detects various subjects – including people and animals – and fo-
cuses specifically on eyes, faces, or bodies. The main subject remains reliably in focus, even 
if there is movement or a brief obstruction. Automatic subject recognition provides precise 
and continuous focus tracking in every shooting situation.

	→Select AF Detection in the main menu
	→Select the desired setting
(Off, Human (Eye/Face/Body), Human (Eye/Face), Animal (Body), Animal (Eye/Body))



When face detection detects an eye, the focus will be on that eye. Should more than one 
eye be detected, then the user can choose the eye to focus on. The currently selected eye 
will be highlighted.

	→Press the directional pad in the relevant direction

AF MODE / AF DETECTION COMBINATION
With Zone / Multi-Field metering, the desired focus point can be selected from all subjects 
detected within the measurement area.

	→Press the directional pad in the relevant direction
•	 A white outline indicates recognized objects, while a yellow outline highlights the selected 

object.

 



AF QUICK SETTING
The AF Quick Setting allows quick changes to the focus frame size in some AF metering meth-
ods. The screen image will remains visible continuously while settings are being adjusted.

ACCESSING AF QUICK SETTING
	→Tap and hold the LCD panel
•	 All auxiliary displays are hidden.
•	 Markers appear at two corners of the focus frame when the metering method Field / 

Spot / Zone / Multi-Field is set.

 

 

ADJUSTING THE AF FRAME SIZE
(only Field/Spot/Zone/Multi-field)

	→Turn the thumbwheel
or

	→Two-finger pinch/spread
•	 The size of the AF frame is adjustable in 4 increments.
	→Confirm the desired setting with 3.



ROTATING INFO BARS
For optimal readability in shooting mode, the viewfinder display automatically adapts to the 
shooting situation. Scales and other displays become easier to read and evaluate.

LCD PANEL
	→Select Camera Settings in the main menu
	→Select Display Settings
	→Select Rotate Info Bars



LIMITING DIGITAL ZOOM LEVELS
The Digital Zoom levels available for selection can be limited as needed. That allows for 
quicker changes between desired Digital Zoom levels.

	→Select Customize Control in the main menu
	→Select Digital Zoom Steps
	→Activating/Deactivating Digital Zoom levels
(Q3/Q3 Monochrom: 28 mm, 35 mm, 50 mm, 75 mm, 90 mm)
(Q3 43: 60 mm, 75 mm, 90 mm, 120 mm, 150 mm)

Notes
•	 These Digital Zoom limits will be saved individually for Photo and Video mode. 
•	 The setting of the digital zoom level was simplified – it can now be adjusted directly via a 

function button. The previous Digital Zoom menu item is now obsolete.



VIDEO FORMAT
The following combinations of resolution and frame rate are available. 

SETTING THE VIDEO FORMAT

Via the Control Center

Via the menu

	→Select Video Profiles in the main menu
	→Select a profile

Profile editing

	→Select Video Profiles in the main menu
	→Select a profile
	→Select a format
(MOV, MP4)
	→Select the desired resolution
(MOV: C8K, 8K, C4K, 4K, FHD (ProRes), FHD, FHD Slow Motion)
(MP4: 8K, 4K, FHD)
	→Select the desired frame rate



LEICA LOOKS
The image properties of picture and video recordings can be changes easily via various pa-
rameters. These are summarized in pre-defined Leica Looks. Furthermore, additional Leica 
Looks can be downloaded and transferred via Leica FOTOS.
Pre-installed are:
	– Standard
	– Vivid
	– Natural
	– Monochrome
	– Monochrome High Contrast
	→Select Leica Looks in the main menu
	→Select a profile

Note
•	 The Leica Looks function is unavailable if any other setting but Off is selected for Video 

Gamma.

CUSTOMIZING LEICA LOOKS
These parameters can be adjusted for all pre-installed ‘Core Looks’.

	→Select Leica Looks in the main menu
	→Select a profile
	→Select Customize

For Standard/Monochrome:
	→Select Contrast/Highlight/Shadow/Sharpness/Saturation
	→Select the desired level
(-2, -1, 0, +1, +2)

For Vivid/Natural/Monochrome High Contrast:
	→Select Intensity/Contrast/Highlight/Shadow/Sharpness/Saturation
	→Select the desired intensity or level
(10%-100%/-2, -1, 0, +1, +2)



 DOWNLOAD LEICA LOOKS
Additional Leica Looks can be downloaded and transferred via Leica FOTOS.

	→Select Leica Looks in the main menu
	→Select Download Leica Look

Note
•	 Only selected customization options are available for Leica Looks that can be additionally 

installed.

RESETTING LEICA LOOKS
	→Select Leica Looks in the main menu
	→Select Restore

Note
•	 Only customizable Leica Looks can be reset.



CONTROL CENTER
The Control Center offers an overview of key data relating to the current camera status and 
active settings. It furthermore allows direct access to important settings. The Control Center is 
optimized for touch control.

CUSTOMIZE CONTROL CENTER
The previous Favorites menu has been replaced by a customizable Control Center. 
This main screen (Control Center) can be customized by long pressing the button to select or 
rearrange menu functions. The settings are saved in the user profile and allow you to quickly 
switch between different operating configurations—ideal for different users or different re-
cording situations.

Notes
•	 Where touch control is not possible or not desirable (e.g. in EVF mode), the Control Cen-

ter can alternatively be controlled via the directional pad, center button, thumbwheel and 
the thumbwheel button.

•	 The settings become effective immediately.
•	 The framed control panels can be selected. Unframed values are added in automatically 

(depending on the active exposure mode).
•	 The available menu items in photo and video mode differ.


